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An apparatus used in a full duplex multiple-input multiple-
output (MIMO) wireless communications system is dis-
closed. In an aspect, the apparatus includes a plurality of
antennas, each of which is connected to a combination of at
least a TX (transmit) RF (radio frequency) chain and an RX
(receive) RF chain. The plurality of antennas are split into one
or more transmit antennas and one or more receive antennas,
and the apparatus communicates with another apparatus.
Other apparatuses and some methods for wireless communi-
cations also are disclosed.
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1
MULTIPLE-INPUT MULTIPLE-OUTPUT
WIRELESS COMMUNICATIONS WITH FULL
DUPLEX RADIOS

This application claims the benefit of U.S. Provisional
Application No. 61/531,057, entitled, “Methods and appara-
tus for single cell and single link full duplex communica-
tions,” filed Sep. 5, 2011, the contents of which are incorpo-
rated herein by reference.

BACKGROUND OF THE INVENTION

The present invention relates to multiple-input multiple-
output (MIMO) wireless communications and more particu-
larly to MIMO wireless communications with full duplex
radios.

Realization of the full duplex communication systems
requires overcoming multiple implementation challenges. In
particular it is very important to realize a system that can use
full duplex communication without sacrificing the benefits of
multiple antenna technologies. A practical system may
address (1) how many antennas should be assigned for recep-
tion and transmission, respectively, (2) in OFDM (Orthogo-
nal Frequency Division Multiplexing) systems how the
assignment of the uplink and downlink should be performed,
(3) in asingle cell MIMO systems how the base station should
schedule the uplink and downlink users and what should be
the power split, and (4) finally in asynchronous single cell
systems how should the MAC layer be designed to exploit the
full potential of the full duplex access point as well as the full
duplex clients.

Some prior works have considered the design of full duplex
communication systems:

[1] M. Jain, J. Choi, T. Kim, D. Bharadia, S. Seth, K. Srini-
vasan, P. Levis, S. Katti, and P. Sinha, “Practical, real-time,
full duplex wireless,” 2011.

[2] A. Sahai, G. Patel, and A. Sabharwal, “Pushing the limits
of full-duplex: Design and real-time implementation,”
Arxiv preprint arXiv:1107.0607, 2011.

[3] B. Radunovic, D. Gunawardena, A. Proutiere, N. Singh, V.
Balan, and P. Key, “Efficiency and fairness in distributed
wireless networks through self-interference cancellation
and scheduling,” Tech. Rep. MSR-TR-2009-27, Microsoft
Research, March 2009, http://research. microsoft. com/
apps/pubs/default. aspx, Tech. Rep.

[4] S. Rangarajan, X. Zhang, S. Barghi, M. A. Khojastepour,
and K. Sundaresan, “The case for antenna cancellation for
scalable full-duplex wireless communications,” Tech. Rep.
2011-TR0O74, NEC Laboratories America, Inc., Tech. Rep.

[5] W. Pradeep Chathuranga, C. Marian, [.. Matti, and E.
Anthony, “On the effect of self-interference cancelation in
multihop wireless networks,” EURASIP Journal on Wire-
less Communications and Networking, vol. 2010, 2010.
In [2] the authors estimate the channel and reconstruct the

self-interference from digital samples. By using an extra
transmit antennas the authors in [1] create a null at a single
receive antenna. A digital noise cancellation algorithm
known as active noise cancelation is used in [1]. The imple-
mentation of the active noise cancellation is performed
through the use of QHx220 chip. In prior work [4], the authors
have proposed the use of two copies of the self-interference
signal in which case we need an extra Receive antenna for
each original receive antennas.

In this specification, we address schemes and methods that
address all the four problems described above. In particular,
we provide guidelines on how to split the antennas between
the transmit and receive RF (radio frequency) chains. We also
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provide method of allocating different tones in OFDM sys-
tems to uplink, downlink or full duplex (simultaneous uplink
downlink) transmission. We also address the problem of user
scheduling for full duplex communication in single cell. The
full duplex scheduling is challenging due to the interferences
that the uplink users will cause on the downlink users. The
proposed scheduling algorithm depends on the number of
transmit antennas and the number of active users and their
channel gains. For a single cell systems when the scheduling
is not possible and random access scheme is used, we also
propose a method by which the base station or the access
point can admit a new uplink communication while a down-
link communication is in progress or it may initiate a new
downlink transmission when an uplink transmission is
already in session.

BRIEF SUMMARY OF THE INVENTION

An objective of the present invention is to simultaneously
send in the uplink and downlink by enabling full duplex
communication.

An aspect of the present invention includes an apparatus
used in a full duplex MIMO wireless communications sys-
tem. The apparatus includes a plurality of antennas, each of
which is connected to a combination of at least a TX (trans-
mit) RF (radio frequency) chain and an RX (receive) RF
chain. The plurality of antennas are split into one or more
transmit antennas and one or more receive antennas, and the
apparatus communicates with another apparatus.

Another aspect of the present invention includes a method
implemented in a base station used in a full duplex MIMO
wireless communications system. The method includes
dividing a set of OFDM tones into a first group for uplink and
a second group for downlink, scheduling a first user equip-
ment in a first group and a second user equipment in the
second group, receiving, from the second user equipment,
information about interference on an OFDM tones in the first
group, and scheduling one or more downlink users in the first
group according to the information.

Still another aspect of the present invention includes a
method implemented in a base station used in a full duplex
MIMO wireless communications system. The method
includes dividing a set of OFDM tones into a first group for
uplink and a second group for downlink, scheduling a first
user equipment in a first group and a second user equipment
in the second group, measuring downlink enhancement, and
allocating one or more OFDM tones in the second group to
uplink according to the downlink enhancement.

Still another aspect of the present invention includes a
method implemented in a base station used in a full duplex
MIMO wireless communications system. The method
includes scheduling one or more user equipment in an OFDM
tone used for full duplex communications, according to a
prior schedule and an achieved rate.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 depicts full duplex communications.

FIG. 2 depicts strong self interference signals in compari-
son to weak received signals from an intended transmitter.

FIG. 3 depicts antenna deployment scenarios with the same
number of antennas and with the same number of transmit and
receive RF chains.

FIG. 4 depicts FD (full-duplex) gain with outage capacity
as a measure.

FIG. 5 depicts average gain of using FD radio with differ-
ent antenna breakages, for N=8, M=4.
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FIG. 6 depicts FD gain (half-duplex clients, breaking the
antennas at the AP (access point)) a) for different number of
antennas at the AP, and b) for different number of clients.

FIG. 7 depicts FD gain a) for different number of antennas
at the AP and b) for different number of clients.

FIG. 8 depicts FD gain (full-duplex clients) a) for different
number of antennas at the AP and b) for different number of
clients.

DETAILED DESCRIPTION

By enabling full duplex communication we can simulta-
neously send in the uplink and downlink and it could mean
doubling the use of spectrum (FIG. 1). In half-duplex systems
we either receive or transmit in time TDD (time-division
duplex) or in frequency FDD (frequency-division duplex), so
it may be thought that we waste half of the resources.

The main challenge of the full duplex communication is to
cancel the self interference that is orders of magnitude stron-
ger than the received signal from the intended transmitters.
This interference is partly known due to the fact that the
transmitter exactly knows its own transmitted signal, though
the exact channel between the transmit and receive antennas
at the base station is not known. It would be even worse if this
channel is time varying or fading because we then need to
estimate this channel more frequently. FIG. 2 shows the
strong self interference in comparison to the weak received
signal from a mobile station or user.

There are two possible deployment of the full duplex com-
munication with respect to a fixed number of transmit and
receive RF chains 302,304,306, and 308. In practice the main
complexity involved with the use of multiple antennas 310
and 312 is associated with the number of RF chain due to the
fact that channel estimation, precoding, beamforming, mul-
tiple stream transmission, and demodulation all depends on
the number of receive RF chains or transmit RF chains.
Depending on if we use one antenna 330 for each pair of
transmit RF chain 322 and receive RF chain 324 or if we use
two antennas 350 and 354, which means one 354 for receive
RF chain 346 and the other 350 for transmit RF chain 342, we
can have one of the two possible deployment scenarios. See
FIG. 3.

Both systems may have marginal pros or cons in half
duplex systems. We may use one antenna per RF chain for full
duplex communication because it does not change the system
complexity. However, the cost associated with using more
physical antennas well worth the possible gain that can be
achieved by this deployment scenario. In the sequel, we
address how to allocate the antennas for either transmit or
receive if this deployment scenario is used.

1) In single link system, if both links have one transmit
antenna per RF chain there is no need for antenna splitting and
the average gain of FD with respect to HD (half-duplex)
transmission would be 2. However, for particular realization
of the channel this gain could be different. If one antenna is
used for a pair of TX (transmit) and RX (receive) RF chain,
antennas can be split into one or more transmit antennas and
one or more receive antennas. The antenna splitting between
the transmit and receive antennas is very critical. The antenna
splitting may be based on the channel condition. The system
may perform the antenna splitting so that capacity gain is
increased. If the system cannot dynamically change the
antenna selection for full duplex communication very fast,
then we may set the antenna splitting that will work in aver-
age. We show that the average capacity gain of full duplex
with respect to half duplex is given by the following formula:
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where G, is the capacity gain, €] } is the expectation opera-
tor or statistical average, p represents the average SNR (signal
to noise ratio), M and N are the numbers of antennas at node
1 and 2, respectively, and M, and N, are the numbers of
transmit antennas at node 1 and node 2, respectively.

From the above formula, it can be the best to set N; and M
to one regardless of the number of antennas N and M. This
means that each node selects only one antenna for transmis-
sion and uses all the other antennas for reception. At high
SNR, the split can be almost equal between the number of
transmit and receive antennas at each node. In particular, if
N=M, then M,=N,=M/2 maximizes the gain. If N<M then the
solution is to set N;=N/2. However, M, can take different
values as long as M>M; +N;>N. M/2 and N/2 can be M/2+%
and N/2+%% when M and N are odd, respectively.

2) When OFDM system is used, one problem is how to find
the splits between the OFDM tones into three groups where
either one of uplink, downlink or simultaneous FD transmis-
sion is used. One strategy is to dynamically let the system
finds the splits between these three groups. Since initiation of
a full duplex communication in a single tone requires the
knowledge of the interference in that tone on the downlink
users, it is critical to have this information before scheduling
any user in the downlink in that particular tone. In time
varying environment it is important to periodically have this
information before the scheduling. Therefore, the system
begins the operation by dividing the set of OFDM tones into
two groups: one for the uplink and the other one for the
downlink. We assume that within a group of frames, e.g. a
super frame, the channel does not change. While the system is
in operation, the users in the downlink measure the interfer-
ence on one or multiple OFDM tones that are in the uplink
group. The downlink user then report a free channel signal in
case that this interference is below a certain threshold. This
threshold may be fixed or set periodically by BS (base station)
or MS (mobile station). The initiation of the feedback of this
information could be by the base station or by the MS. There
may also be a fixed schedule when a downlink user may
feedback this information.

Based on this information, the BS then may select one or
more downlink users to be scheduled in the same set of tones
as some uplink users. This procedure allows for allocating
some of the uplink tones to full duplex operation. This opera-
tion can only boost the downlink throughput. In order to allow
for enhancement in the uplink, we can also have a secondary
method in place. Over multiple super frames we measure the
downlink enhancement and then we allocate some of the
downlink tones to uplink. The enhancement may be measured
in terms of the throughput, other quality of service or system
utility measures. This reassignment of downlink tones to
uplink would be dependent on the enhancement that we have
received over a group of past superframes. By having both
methods in place, it is then possible to exchange some of the
enhancement received in the downlink for enhancement in
the system utility for the uplink.

3) The scheduling of the users for the simultaneous uplink
and downlink is based on an optimization of a system utility
such as weighted sum rate where the weight itself changes in



US 9,137,788 B2
5

time based on the past operation of the systems and channel
condition. The entire operation is discussed in the further
system details.

4) Simultaneous uplink and downlink operation in the
CSMA (carrier sense multiple access) single cell network 5
also requires a modified MAC (media access control) layer.

The foregoing is to be understood as being in every respect
illustrative and exemplary, but not restrictive, and the scope of
the invention disclosed herein is not to be determined from the
Detailed Description, but rather from the claims as inter- 10
preted according to the full breadth permitted by the patent
laws. It is to be understood that the embodiments shown and
described herein are only illustrative of the principles of the
present invention and that those skilled in the art may imple-
ment various modifications without departing from the scope 15
and spirit of the invention. Those skilled in the art could
implement various other feature combinations without
departing from the scope and spirit of the invention.
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Further System Details

1 Introduction

Recently there has been a huge interest in designing the full-duplex radios [1-4]. Un-
like half-duplex radios that need to separate their receptions and transmissions on dif-
ferent frequency bands (FDD) or different time slots (TDD), full-duplex radios are ca-
pable of receiving and transmitting simultaneously in the same frequency band. Hence,
an ideal full-duplex radio can double the spectral efficiency compared to a half-duplex
radio and increase the overall throughput of the wireless networks.

Besides increasing the spectral efficiency, full-duplex radios are shown to improve
the faimess in CSMA/CA networks, e.g. IEEE 802.11, [1,3], and solve the hidden ter-
minal problem associated with such networks [1,3]. The higher layer benefits provided
by full-duplex radios can further boost the throughput of these networks.

In order to put full-duplex (FD) radios into reality, the radio receives and transmits
over different antennas. Having new antennas on the radio for the FD is not equivalent
to having a new antenna for MIMO connections {4] in terms of additional hardware
requirements. For a MIMO transceiver each antenna is connected to two RF chains,
one transmission chain and one reception chain. While for FD antennas, each antenna
is used either for transmission or reception, therefore, only one RF chain is attached
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to each antenna. However, FD does not come for free and requires adding some RE
elements to the radio [1,2,4]. We will show through extensive simulation and analysis
that FD is inferior to MIMO in most scenarios or provide low gains if the same number
of antennas for the two systems are considered, while separating transmit and receive
antennas can be beneficial.

[5] investigates the effects of self-interference in multi-hop wireless networks by
designing a scheduling algorithm which takes into account the FD capability of the
radios. In their study, different levels of self-interference are considered and it is shown
that having a certain level of interference cancellation provides almost the same gain as
a perfect FD, therefore, we assume that the FD radio is good enough to rpoduce enough
isolation between its transmit and receive antennas.

In this description, we study the gain achievable in the physical layer, i.e. the capacity
improvement, when additional antennas are employed to form FD radios instead on
MIMO links. We consider two different scenarios, in the antenna break scenario we
let the MIMO and FD radios have the same number of antennas and for FD a fraction
of the available antennas are used as transmit antennas and the remaining antennas are
receive antennas. In the double scenario, number of receive and transmit antennas of
FD radio are the same as that of the MIMO radio, which means to compare a 2 x 2
MIMO system with a double FD, the FD node will have two transmit and two receive
antennas on each node. Going into details of the implementing such systems is out of
the scope of this description, and what we are looking into is the potential theoretical gains
achievable from using FD radios.

This description is organized as follows: Section 2 includes the definitions of channel
capacity. In Section 3, we look at the FD gain in point-to-point scenario and introduce
the scheduling algorithm for a full-duplex cellular network. Section 4 presents the
numerical results and discussions.

2 System Model

In the first step, self-interference cancellation is assumed to be ideal, which means
transmission by a node will not cause interference on the reception of the signal by the
same node. This may be an optimistic assumption, and will provide upper bounds for the
performance of the system.

For a MIMO point-to-point link with IV transmit antennas and M receive antennas,

the received signal has the following format:
y=Hx+z )]

where x is the transmitted signal, y is the received signal, z is the additive Gaussian
noise, and H is the M x N channel matrix with i.i.d. Gaussian distributed elements.
There are different definitions of capacity for fading channels and we present relevant
definitions here:

1. Outage capacity for the outage probability of Fo::

Cou,tage = {R : PT(OCSIR < R) = Pout)} (2)
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Outage capacity is meaningful for systems that only have a direct or indirect
feedback of the average SNR/drop-rate of the system. For example, in IEEE
802.11a,b,g the adaptive modulation is being used without any explicit feedback
from the clients, and usually the system adapts itself based on the average packet
drop rates. In these scenarios, outage capacity is a good measure of the perfor-
mance.

2. Capacity with channel state information at the receiver (CSIR) and rate feedback:

Ccsir = log (det (IMXM + %HHX)) 3
Where p is the received SNR per antenna of the receiver, p = ]—\%, and {.)* repre-
sents hermitian transpose. This is the capacity achievable in open-loop systems
where the channel variations are slow enough that the receiver can obtain the
channel information and feed back the value of the above capacity to the trans-
mitter, in-time. Transmitter distributes its power equally over its antennas and
transmits with the rate of Cogrg.

3. Capacity with channel state information at the transmitter (CSIT) and receiver:

min(M,N) _
Cosir= », log(l+ ﬁ—; i) )
=1

+
where, A; is the ith eigenvalue of the matrix HH* and p; = (p, — %) ,and i
is chosen such that > p; = P.

For a cellular setting, with n M -antenna clients and one N-antenna access point,
the uplink received signal is given by:

y=> Hxi+z (5)

i=1

The capacity achieving decoding strategy for MAC channel is successive interference
cancellation (SIC). Given the decoding order m, s, ..., 7, where user ,, is decoded
first by considering other users” signal as noise, and user 7; will be decoded last when
all the interference from other users is canceled. The capacity of user 7; is given by:

det (INO + Z;:1 HWJPWjH;:(Tj)
det (INO + Z;;i Hoy P H%)

Curac = log 6

For downlink, there is a single transmitter and multiple receivers. The received signal
by user 7 on downlink is:

n
yi=H ) xj+z )
j=1
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Capacity achieving scheme for a broadcast (BC) channel is dirty paper coding (DPC),
which needs a coding order. Given the order i1, 2, ..., fin, Where the user i, is coded
last, and user j is coded first, the capacity of user u; is given by:

det <IN0 + I, 30 Qy HZ)
det <IN0 + Hy, Z?:Hl Qu HZ)

Cpc = log (8)

Where Q; is the covariance matrix of the transmitted signal from user 4. Please note
that if different users are experiencing different channel noises, by normalizing the
channel matrices to the noise variance one gets BC with unit noise variance for all
users.

3 Performance Evaluation

3.1 Point-to-point

Separating the antennas as receive and transmit antennas, i.e. double scenario, will
trivially double the capacity of the point-to-point links for perfect FD. Results in [3],
show that even with imperfect self-interference cancellation in one antenna per direc-
tion case, imperfect FD shows considerable gain compared to half-duplex (HD).

The interesting scenario is then the breaking scenario. Suppose that we have two
nodes, node A with NV antennas and node B with M antennas. To activate a FD con-
nection, nose A and B choose N and M, antennas for transmission, respectively, and
the rest of their antennas for reception.

Since the capacity of the HD links can be different from node A to node B and
in the reverse direction, we assume a time sharing between the two links and the
average of the two capacities is considered as the capacity of the MIMO HD link,
while we let the FD transmissions take place over one time slot. Therefore, the ca-
pacity gain of point-to-point FD with respect to point-to-point HD is defined as, G =

ChD4+CEL 4
05(CHD +CHD )

3.1.1 Outage Capacity
For N = 2, M = 2 the outage probability of rate R for a Rayleigh fading channel has

the following form:

oo 2R
PoslB) = [ Py~ 1ha = VAN ©)

where, Fi, (\|A2) = AL At g =le oF -
N (M) = etk an (A = 5e M1+ (1 + A)?) are the con
ditional CDF and unconditional PDF of the eigenvalues of the Wishart matrix HH*.
Breaking the antennas to one transmit and one receive antenna on each node will result
in the following outage probability for the FD connection:

oR/2

Prus(R)=1—¢ =3 (10)
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3.1.2 Capacity with CSIR

Given some feedback in the system, the transmission does not need to accept errors as
in outage capacity case, and transmissions can be performed error free at the instanta-
neous capacity of the channel. In most open-loop wireless systems, the receiver sends
a feedback to let the transmitter know which rate to use for transmission. Capacity
expression in Eq. (3) can be approximated for very high, and very low SNR as follows:

N M
OCS]R ~ logz 6‘1% Zi:l Zj:l |h’74]|2 i
min(N, M)log, (&) + SminNM) 1o, A; & min(N, M) log, (p)

Therefore, the average of the capacity in low and high SNR conditions is given by:

) Mplogye p<<l1
€{Cosint = { min(N, M)log, (p} p>>1 (12)

Given the above approximations, the gain of FD over HD for low and high SNRs is:

¢ (M= M)HN-N) Nyt M
£ic L) T osammy o =2 2% <<l 13)
{ FD} ~ min(Ny, M —My)+min(N—Ny,M;) =1 (
min(N,M) p=>>

From Eq. (13), we can conclude that breaking the antennas for FD transmission at very
low SNRs can provide gains of more than 1 over MIMO-HD link by appropriately
breaking the antennas, while at high SNRs the gain of using FD is always less than 1
independent of the way we break the antennas.

3.1.3 Waterfilling

At high SNRs, the optimum waterfilling policy is equal power over all antennas, and at
low SNR the best policy will be transmitting with full power over the direction of the
eigenvector with largest eigenvalue. Therefore, the following expressions represent the
FD gain in the two extreme cases:

Amaz(HZ HT )+ Amax (H3H
Grp ~ P e il ccy (14)
FD ~ min{Ny,M—M;)+min(N—N; , M)
min(N, M) P =X
H: H, . . .
Where H = H. 1I Note that, FD gain approaches one for its maximum over
3 4

different antenna breakages at high SNRs.

3.2 Cellular

In this section we are considering scheduled transmission in a WLAN setting, where
the access point has all required channel state informations and weights associated with
each link. Based on this information, access point makes the decision about which
nodes will transmit/receive in the next time slot and what is the transmission power
associated with active links. Power constraint on uplink transmissions is per link power

1
P =<1
p>>1
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constraint, where each node can use the power P, when it is active, T'r(P;) < P,,. For
downlink transmissions, the access point has a constraint on the total power it can
consume while making the transmission to different users, T7(Q1 +Qz + ... + Qu) <
Pa.

A scheduling center makes its decisions based on the weights associated with each
link in the network. The weight can be representative of the links priority, queue length,
average service rate, delay of the packet in the head of the line, etc.In this work we use
the inverse of the average service rate of each link as the weight of the link. The average
rate for link 4, Ra,; evolves as follows:

1

Rai(t 4 1) = (1 T

1
JRas;(t) + FRi(t) (15)
where 7, is the averaging window size and R;(¢) is the rate associated with link ¢ in
time-slot ¢. Therefore, the objective of the scheduler will be maximizing the following
weighted sum rate at each time slot, subject to the corresponding power constraints:

LA
max mRi(t) (16)
i=1

To study the theoretical limits of the gains achievable with FD radios, we consider
single antenna clients and an access point with N antennas. Access point will perform
SIC to decode multi-user uplink transmissions and DPC to encode data for downlink
transmissions. First we look at the half-duplex scheduling problem. Let’s assume that
downlink and uplink transmissions are separated in time, such that each time slot is
divided into two mini time-slots, each for one direction of the transmission. In this
setting, problems of scheduling downlink and uplink transmissions become decoupled
as follows:

Uplink:
det (TNg + 5}, Hoypoy H, )
max D i, log —
i i=1,2,..,1m — det (INO + Zj:l ijpw,-H;j>
s.t. Di g Pu
Downlink:

(No + Gy 571 QG )
No + Gui Z;:i—H Quj GZ;)
8.t Tr(Qi1+ Q2+ ...+ Qn) <Pg (17)

n
max E Wy, .. log
Qi i=1.2,...,n i g(
1=

where W, ; = R%(t) for uplinks and wq; = Ra%(t) for each downlink, The opti-

mization problems in Eq. (17) are in general non-convex problems. The good news
is that both problems can be converted to convex problems, simply by noting that
the optimal decoding order for the MAC channel is given by 71,72, ..., 7n such that
W, < Wymn_y < o S Wy [6]. With this ordering, links with higher weights,

face less interference and will be provided with higher rates. Furthermore, capacity
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region of each BC channel is the same as the capacity region of its dual MAC channel
with the same power constraint [7]. The new optimization problems are:

Uplink:
~ i
P 1£Illa2X n Z(w”"’ri ~ Waymigs ) logdet | INg + Z Hm'p?erjrj
- =t j=1
s.t. P <P, Yi<n
Downlink:
= i
4 l__r_riazxn Z(wd"“ — Wd,u,,, ) logdet | INp + Z sz Ay G
=1 =
n
s.t. ZQi <Py (18)
i=1

Qs’s are functions of g;’s and the relation between them can be found in [7].

For FD scheduling, uplink and downlink scheduling is entangled together because
of the mutual interference between uplink transmissions and downlink receptions. Please
note that for scheduling the FD transmissions, access point needs the information about
the channel between all pairs of users to be able to predict the level of interference that
active uplink transmissions will cause on active downlink receptions. Given all channel
coefficients and link weights, the scheduler optimizes the following objective function:

n det (I(N() + gqm) + Z; 1 Hﬁj P H;J)

max Z Wy, 108 n
R i=1 det ( (No + gqﬁ,) + Zl Hmpij;:{rj)

det (I e q#AGp.)
+ zwd i : 1 - -
det( G* qﬂJ )
s.t. p; <P, Vi<n

Z 3 < Py (19)

where g = 0 if the clients are also FD capable and g = 1 if clients are simple nodes
with only HD capability. Adding the term gq,, when g = 1 leaves out the scheduls
that contain simultaneous uplink and downlink transmissions to a single client. Fur-
thermore, the modified channel matrices from the access point to clients are given by:

= 1
G; = G 20

\/No + 3201 il ?ps + gp;

Where the term gP; is placed to differentiate the two types of clients, and hj; is the
channel coefficient from client j to client 1.
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Eq. (19) is not a convex problem, and the optimal order of coding/decoding for
MAC/BC is unknown. One suboptimal solution is to use MAC and BC optimal or-
derings which depends only on the weights of the links. This coding/decoding order
simplifies Eq. (19) to:

max
Pirqi

i
(Wap,w, = Wurm,,, ) logdet | INg + Z Hy, pﬁjH;"rj
=1

I

i
i

i
(Wa ey — Wy, ) logdet | T+ Z G, q,,Gyy
i=1 J=1

s.t. Py < Py Vi<n

T
> 4 < P 1)
i=1

M;

Interdependence of G with p;’s makes this problem non-convex, therefore, answers
found for this problem through numerical search are local, and generally sub-optimal.
Although suboptimal, we will show improvements in the throughput of the network
using FD.

4 Numerical Results

In this section, we compare the performance of the HD and FD systems, using the
formulations in Section 3.

4.1 Outage capacity

The outage probability versus the rate is plotted in Fig. 4(a) for both 2 x 2 MIMO and
the corresponding FD links, and it is clear that for any given outage probability less
than 10% MIMO link has higher outage rate. Fig. 4(b) has plotted outage capacity for
different number of antennas and different breakings for the outage probability of 10%.
Clearly, MIMO-HD is always supporting higher rates than FD in case of breaking the
antennas and considering the outage capacity.

4.2 Capacity with CSIR

According to Eq. (3), depending on the channel realizations, the capacity achievable
with MIMO HD and MIMO FD varies. Therefore, the capacity of the two scenarios are
compared with histogram figures to illustrates the chances of having better FD capacity
than the MIMO capacity. Fig. 5(a) depicts the histograms representing the gain of the
FD capacity as defined in Section 3.

Fig. 5(a) illustrates that breaking the antennas for FD will not result in considerable
gain if it does provide any gains at all. And please note that what is depicted here is
the result for the perfect FD where there is no self-interference residue affecting the
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capacity of the FD link, which implies that in systems with rate feedback it is better to
use MIMO HD instead of breaking the antennas for FD.

4.3 Capacity with CSIT and CSIR

Fig. 5(b) depicts the gain achievable by FD when both transmitter and receiver have
exact knowledge of the channel realizations and the capacity of the link is given by Eq.
(4). Again histograms arc used to illustrate how often it is possible to get gain from FD.
As is clear from Fig. 5(b), giving the channel information at the nodes is not enough to
get gain from FD transmission and if there is any gain it is negligible considering the
fact that the comparison is performed for perfect FD.

4.4 Cellular

As discussed above, breaking the antennas for point-to-point scenarios is a non-efficient
strategy for making the FD radios since it can not improve the capacity of the link, and
using the links in HD mode and switching between the transmission from node A and
B has higher efficiency. Although, the results reported in previous works [1,2] present
gains in the throughput when a 2 x 2 link is broken to two 1 x 1 FD links, the gain
is achieved by modifying MAC algorithm and benefits such as eliminating the hidden
terminal problem rather than higher rate support in the physical layer. Furthermore, as
discussed in [4] it is not fair to consider antenna breakage for FD.

Simulation setting is as follows, we put the clients equispaced on a circle around
the AP with distance D = 5.5m and the loss coefficient of the network is u = 4 where
the loss is the loss in the free space given by L = (325)". Clients are having one RF
chain for transmit and one chain for receive. We consider the two cases that the clients
are FD capable, i.e. g = 0 and non-FD capable, i.e. ¢ = 1. Access point is equipped
with a pair of N antennas each used for one direction only. In each time slot, channel
coefficients are generated independently, and the simulation is run for 500 time-slot
durations. Other parameters are set as follows: 7, = 10, P; = 46dBm, P, =
23dBm.

To study a scheduled cellular setting, we considered both case of breaking the an-
tennas and doubling the number of antennas for the FD transmission. Qur simulation
results in Fig. 6 show that in cellular setting, breaking antennas in half is still short
of providing considerable gain for the throughput of the network even when the self-
interference cancellation is perfect.

Fig. 7(a) depicts the gain achievable with FD in a network with n = 2,4, 8, 16
clients and N = 1,2,4, 8. Increasing the number of antennas, slightly decreases the
gain provided by the FD. By increasing the number of antennas, the probability of
having more clients scheduled for transmission/reception increases. Since the HD has
no limit in the number of users scheduled for DL transmission, average number of users
scheduled simultaneously increases steadily by increase in the number of antennas. On
the other hand, for FD scheduling, the scheduler needs to take into account both UL
and DL transmission and the interference caused by uplink transmissions on downlink
receptions, therefore, the FD scheduler does not have the same degree of freedom as
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the HD scheduler to schedule higher number of users, and if it does, interference from
uplink transmissions decreases the achievable rate by downlinks.

Fig. 7(b) illustrates the variations in the FD gain when the number of users are
increased and the number of antennas are kept constant. Increasing the number of users
increases the FD gain initially, and then slowly decreases the gain after it reaches its
maximum. Increasing the number of users gives FD more chances of choosing “'non-
interfering” simultaneous transmissions. Increasing the number of users, also gives
the HD scheduler better chance of scheduling users with good channe] conditions. On
the other hand, HD always schedules all the users for the uplink transmission with
full power, as the optimal scheduling, while, FD activates limited number of uplink
users, because of their interference on downlink receivers. Therefore, by increasing
the number of users, the uplink throughput of the HD scheduler increases more rapidly
than that of FD scheduler. That is why the overall gain of the FD scheduler start to
decrease by increasing the number of users. And the drop starts faster for FD-clients,
because in network with FD clients, the scheduler starts by scheduling higher number
of uplink clients, and saturates faster than the case that full-duplex connection to a
single client is not allowed.

Figs. 8 and 7 illustrate the results for the two cases of having full-duplex clients and
half-duplex clients respectively. Note that the trend of the variations with respect to
system parameters are similar in the two scenarios, while, as expected, network with
full-duplex clients has higher throughput than that with half-duplex clients. Full-duplex
clients are less sensitive to changes in the number of antennas, but start to lose their
gain earlier when the number of users increases.

[6]1 H. Boche and M. Wiczanowski, “Optimization-theoretic analysis of stability-
optimal transmission policy for multiple-antenna multiple-access channel,” Signal
Processing, IEEE Transactions on, vol. 55, no. 6, pp. 2688-2702, 2007.

[7] S. Vishwanath, N. Jindal, and A. Goldsmith, “Duality, achievable rates, and sum-
rate capacity of gaussian mimo broadcast channels,” Information Theory, IEEE
Transactions on, vol. 49, no. 10, pp. 2658-2668, 2003.
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What is claimed is:

1. An apparatus used in a single-channel full duplex mul-
tiple-input multiple-output (MIMO) wireless communica-
tions system, the apparatus comprising:

a plurality of antennas, each of which is connected to a
combination of at least a TX (transmit) RF (radio fre-
quency) chain and an RX (receive) RF chain,

wherein the plurality of antennas are split into one or more
transmit antennas and one or more receive antennas,

wherein the apparatus communicates with another appara-
tus,

wherein the antenna splitting is performed so that capacity
gain is maximized, and

wherein the capacity gain is given by the following for-

mula:
(M—M1)+(N—N1)_2 2N1+M1 <<l
0SsM+N)  “N+m *f
e{Grp} = . .
mln(Nl,M—Ml)+m1n(N—N1,M1) o1
min(N, M) £

where G, is the capacity gain, €{ } is an expectation
operator or statistical average, p represents an average
SNR (signal to noise ratio), M and N are the numbers of
antennas at the apparatus and said another apparatus,
respectively, and M, and N, are the numbers of transmit
antennas at the apparatus and said another apparatus,
respectively.

2. The apparatus as in claim 1,

wherein the antenna splitting is based on a channel condi-
tion.

3. The apparatus as in claim 1,

wherein, in case that an SNR (signal to noise ratio) is less
than a predetermined value, N, and M, are set to one,
where M, and N, are the numbers of transmit antennas at
the apparatus and said another apparatus, respectively.

4. The apparatus as in claim 1,

wherein, in case that an SNR (signal to noise ratio) is more
than a predetermined value, M, is set to M/2 (when M is
even) or M/2+% (when M is odd) and N, is set to N/2
(when N is even) or N/2+%4 (when N is odd), where M
and N are the numbers of antennas at the apparatus and
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said another apparatus, respectively, and M, and N, are
the numbers of transmit antennas at the apparatus and
said another apparatus, respectively.

5. The apparatus as in claim 1,

wherein, in case that an SNR (signal to noise ratio) is more
than a predetermined value, M, is set to a value so that
the following inequality is satisfied:

M>M,+N; >N,

where M and N are the numbers of antennas at the apparatus
and said another apparatus, respectively, and M, and N, are
the numbers of transmit antennas at the apparatus and said
another apparatus, respectively.

6. A method implemented in a base station used in a single-
channel full duplex multiple-input multiple-output (MIMO)
wireless communications system, the method comprising:

scheduling one or more user equipment in an OFDM (Or-

thogonal Frequency Division Multiplexing) tone used
for single-channel full duplex communications, accord-
ing to a prior schedule and an achieved rate,

wherein the achieved rate comprises a weighted sum rate,

and

wherein the weighted sum rate can be expressed as the

following expression:

1 1
Rajt+1) = (1 - F)R“"(’) + 7R,

Ra, is an average rate for link i, T is an averaging window
size, and R,(t) is a rate associated with link i in time-slot t,
wherein the base station communicates with one or more user
equipment.

7. The method as in claim 6, wherein a weight for the
weighted sum rate changes in time according to at least one of
operation of the single-channel full duplex MIMO wireless
communications system and a channel condition.
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